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How to order

Do not hesitate to contact us for further information

Amphenol IT & Communication Products
Block A3/A4, The 4th Industrial District of
Industrial Headquarters, Dong Keng Road

Gong Ming Town, Shen Zhen China
Fax:+86(0)755 2754 9955

Technical Support
Tel:+86(0)755 2717 7945

Info-dsub@amphenol.com.cn
http://www.dsubconnector.com
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SD = Standard density
HD = High density

Gold
flash

77: tinned shell
 for receptable
717: tinned shell
 + dimples
 for plug 

177: tinned shell
 for receptable
777: tinned shell
 + dimples
 for plug 

0.4µm
(15µ")

Shell size: SD HD
E = 9 15
A = 15 26
B = 25 44
C = 37 62
D = 50 78

RoHS Compliant

Rear mounting option:

H    = Rear insert 4-40
G    = Rear insert M3
H or G required with VF or VFM

Contact type:

P = Plug
S = Socket

Front mounting option:
no digit = 3.05mm rivet

VF  = Screwlock 4-40
VFM = Screwlock M3

4F  = Fixed screwlock 4-40
3F  = Fixed screwlock M3

Plating option:

valid only for 0.76µm (30µ")
part numbers to be written

as follow:

 77...................C309
 717.................C309

Configuration:

=  SD 09,15,25,37,50
=  HD 15,26,44,62,78

... C309... ... ... ... ......L

For special request, please consult factory

or

Female Screwlock
VF / VFM

Fixed Female Screwlock
4F / 3F

Threaded Rear Insert
H / G

M3 or #4-40 screwlock

 5.8 (.228) 5.9 (.232)

M3 or #4-40M3 or #4-40

6.0 (.236)

Density:

Examples: L 717 SD E H 09 P VF C309
  L 77 SD E 09 S 4F 


