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This document is the property of Amphenol Corporation and is delivered on
L

whole or in part, for manufacture or sale by anyone other than Amphenal
Corporation without its prior concert, & that no right is granted to disclose
or to use any information in this document.
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SHELL :
BODY :

CONTACTS :
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REVISIONS

DESCRIPTION DATE APPROVED

12/14/07

D—SUB TECHNICAL DATA

Flame retardant to UL94 V—0Color Black

0.4um(15u”) min gold over 1.25um(50u”) min nickel

SCREWLOCK : Copper alloy (no plating)

ELECTRICAL :

300 V RMS at 50 Hz

-
N

12,40
8,20

O

Keep tightly

CLIMATIC :

MARKING

Current rating 7.5A.

Insulation resistance >5000 M Ohms

Contact resistance 20 mOhms max.

Damp heat 21 days(40 "C—95% HR)

Commercial reference

Manufacturing date
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PRODUCT

CODE

L 717D XXX P ST X

)

L: RoHS Compliance

717D: Male connctor,
shell with dimples

Size and number
of contacts:
E09,A15,B25,C37

Contact type:

P:Male

Contact termination:
ST=Screw termination

UNLESS OTHERWISE SPECIFIED
TOLERANCES
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XX +/-

FOR MATERIALS AND FINISHES
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